
-30
-27
-24
-21
-18
-15
-12
-9
-6
-3
0

-90
-80

-70
-60

-50

-40

-30

-20

-10

0

10

20

30

40

50
60

70
80

90
100

110
120

130

140

150

160

170

180

-170

-160

-150

-140

-130
-120

-110
-100

RADIATION PATTERN

H dB E dB

Communications AntennasComAnt 
®

C
A

N
4

C
A

R
D

IO
ID

 P
AT

TE
R

N
 N

O
TC

H

by CompleTech, FinlandComAnt  -antennas®
CompleTe

FREQUENCY INDEPENDENT DATA

Description: cardioid pattern notch,
 field adjustable pattern,
 optional beam tilting
Frequency: 326-353 MHz, 336-364 MHz,  
 365-395 MHz, 380-410 MHz,  
 405-440 MHz, 440-475 MHz
Impedance: 50 ohm
Gain: 8 dBi
H -3 dB: 229º
E -3 dB: 23º
F/B: 30 dB
Polarization:  vertical
Connector: N-female/TNC-female
VSWR: < 1.5
Radome: UV resistant ABS/FG, 
 RAL 7012, PU foam filling
Radiator: copper
Attachment: Ø 35-60 mm, aluminium alloy
 bracket, stainless steel V-
 bolts and self-locking nuts
Lightning
protection: DC-short circuited
Temperature: -40ºC - +80ºC
IP: 67
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